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Cement-based adhesive mortar for installation 

of red ceramic blocks

Detailed description Benefits

EN 998 - 2

BEYEM TABIK FLUIDO is an adhesive cement-

based mortar of high resistance, aggregates of

selected granulometry and special additives that

give it high workability, adherence and high

resistance.

It is especially suitable for joining red ceramic

blocks with fine joints.

Improvement of the construction process thanks

to the saving of mortar.

 High performance.

 Consistency suitable for the installation of

rectified brickwork walls.

 Good mechanical resistance.

 Interior and exterior application.

 Excellent workability.

 Quick execution.

 Improved thermal performances.

 Avoids compatibility problems with

subsequently applied mortars.

 Formulation and dosage in industrial plant,

which allows to obtain products of controlled

quality and properties.
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Uses

Supports

Adhesive and binder for all types of brickwork works. Particularly suitable for partition walls with rectified red ceramic

block both inside and outside. Prescribed masonry mortar for joints and thin layers.

The suitable substrates for the application of BEYEM TABIK FLUIDO are:

 Red Ceramic blocks (masonry construction).

 Silico-lime bricks (masonry construction).

 Other cement-based supports.

Preparation of the support

The above-mentioned supports must be healthy, clean, with no badly adhering parts or substances that may hinder

adhesion. All supports must have adequate flatness, porosity and surface roughness.

In case of heat or wind, it is advisable to wet the substrate and/or the bricks and wait for the water film to disappear and,

depending on the application, to wet the mortar 24 hours after the application.

Do not apply to aerated concrete, plaster, paints, metal surfaces, plastics and materials with low mechanical strength.

How to use

Mix BEYEM TABIK FLUIDO with approximately 11 litres of clean water per 25 kg bag manually or with an electric mixer

until a homogeneous, creamy and lump-free mixture is obtained. Leave to stand for 5 minutes before application. For

partition walls, apply the necessary quantity of BEYEM TABIK FLUIDO on the guide of the ceramic partition wall and on

one of the lateral edges with the help of a trowel. Place another ceramic partition wall on top of the glue, moving it over

this guide, until it is in its final position. Press the panels into place with a rubber mallet. Level with the same trowel or re-

sink and smooth with a trowel.

Important notes

 Respect the indicated proportion of water in each mixing. Excessive mixing water may cause a delay in setting and a

decrease in mechanical strength. 

 Do not apply below 5°C and do not apply above 30°C.

 Do not apply when there is a risk of frost, rain, strong winds or direct sunlight.

 Do not add more water to mortar that has lost its consistency and do not re-mix. 

 Do not mix more product than can be applied within its workability period. 
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Technical Data

Identification data and application of the product

Appearance Fine powder

Color Grey

Bulk density ≈ 1300 Kg/m3

Density of the mixture ≈ 1550 Kg/m3

Granulometric interval 0 – 500 µm

% Mixing water ± 44%

Life time of the mixture 2 h

Adjustability time 5 min

Performance 0,60 kg/m2 Red Ceramic Block 14 cm

1,00 kg/m2 Red Ceramic Block 19 cm

Tariff code 3824.50.90.00

Final Performances

Classification T (Prescribed mortar for joints and thin layers)

Compressive strength ≥ 7,5 MPa

Adhesion resistance ≥ 0,5 N/mm2

Water vapour permeability coefficient, µ 5/20

Thermal conductivity 0,36 W/m*K

Reaction to fire Euroclass A1

Presentation and conservation of the product 

BEYEM TABIK FLUIDO is packed in 20 kg multiwall paper bags with damp-proof foil. 

Conservation: 12 months in sealed original packaging, protected from humidity and in a covered place. 

Cleaning of tools

Fixtures and tools are easily cleaned with water before the paste has hardened. Cured or hardened product can

only be removed by mechanical means. 
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Hygiene and Safety Instructions

For any information concerning safety issues in the use, handling, storage and disposal of chemical residues, users should

consult the most recent version of the MSDS for the product. Disposal of the product and its packaging must be carried out

in accordance with current legislation and is the responsibility of the final consumer of the product.

Certifications

ER-1089/1999 IDI-0004/2012

Important Note

Contact www.rodacal.com rodacal@rodacal.com 967 44 00 18

Product for profesional use.

The information and, in particular, the recommendations concerning the application and final use of the product, are based on the current knowledge and experience of Rodacal Beyem S.L.

and are provided in good faith. The characteristics obtained on site may vary depending on the application conditions. In practice, possible differences in materials, substrates and actual

conditions are such that no warranty in terms of merchantability or suitability for particular purposes can be inferred from the information herein, or from any other written

recommendation or advice given. The user of the products must carry out tests to verify their suitability for the intended use. In case of application not explicitly provided for in the following

document, it is up to our customers to inform themselves or to carry out representative preliminary tests. The information given in this data sheet can never imply a guarantee on our part

regarding the application of the product. No liability is accepted in the case of anomalies caused by improper use of the products or by combining them with products not recommended by

Rodacal Beyem S.L. Users must know and use the latest and updated version of the Technical Data Sheet or Data Sheet, copies of which will be sent to those who request them. 

Descriptive memory

The ceramic block shall be bonded with the cement-based adhesive mortar Beyem Tabik Fluido, from Rodacal Beyem, class

T according to EN 998 - 2 and compressive strength ≥ 7.5 MPa. The substrate must be clean, sound and compact. 
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