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Beyem Desin Epoxy 
Detergent for residues and stains of epoxy 
systems. 

 

 
 

  
BEYEM DESIN EPOXI is a detergent for 
residues and stains of epoxy systems. 
Energetic combination of fast detergents, 
emollient agents, emulsifiers, penetrating 
agents and dirt suspension additives. BEYEM 
DESIN EPOXI develops a specific detergent 
action on hardened epoxy systems. 

 Great descaling power. 
 Concentrated gel formula. 
 Miscible in water in all proportions, even with 

hard water. 
 Neutral, not aggressive. 
 Biodegradable. 
 Suitable for marble and granite. 
 Suitable for use on  vertical surfaces.  
 Ready to use. 

 

 
Cleaning and removal of epoxy residues on a wide variety of porous and non-porous substrates. 

Uses 

Advantages Detailed description 
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Preparation of the support 

Instructions for use 

Important notes 

Technical Data 

 

 
The useful supports for the application of BEYEM DESIN EPOXI are: 
 Ceramic tiles, porcelain stoneware, marble, granite, gresite, etc... 

 

The supports or surfaces to be treated must be free of dust, free of friable and inconsistent parts and the 
material to be cleaned must be hardened. 

 

Homogenize the product by lightly shaking. Depending on the amount of residues to be removed, BEYEM 
DESIN EPOXI can be used pure or diluted in up to 5 parts of water. Spread the product on the surface to be 
cleaned and let it rest between 10 and 15 minutes. Once the dirt has softened, remove the residue easily 
by hand (scouring pad or similar) or mechanically. Rinse with plenty of cold water. It is advisable to carry 
out a preventive test outside the building site or in an isolated area. 

 

 It is advisable to carry out a preliminary test in an inconspicuous place in order to obtain the ideal 
proportion. 

 Rinse treated surfaces thoroughly with water. 
 Protect from low temperatures. Store in a tightly closed container. 
 Do not leave the container open, even during the use of the product. 
 Consult the safety data sheet of the product before use. 
 For applications on substrates not indicated, consult the Technical Department. 
 Before using the product, hermetically protect doors, woodwork, elastomeric joints, furniture and all 

surfaces that can be stained by direct contact. 
 
 

 

Product identification and application data 
Type Specific detergent 

Appearance Colorless gel 

Composition Mixture of alcohols and surfactants 

Waiting time ≈ 10-15 minutes 

Dilution in water Any ratio 

Performance ≈ 3-12 m2/l (depending on dilution) 

pH Neutral 

Supports 
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Tool cleaning 

Descriptive report 

Health and Safety Instructions 

Certifications 

 

 
BEYEM DESIN EPOXI is packaged in 1 litre bottles. 
Storage: 12 months in closed original packaging, protected from humidity and in a covered place. 

 

Tools and tools are easily cleaned with water before the product has hardened. Cured or hardened product 
can only be removed by mechanical means. 

 

The cleaning of Beyem Junta-E residues on ceramic tiles, porcelain stoneware, marble, grsite, granite, etc... 
will be carried out with the specific detergent for epoxy residues Beyem Desin Epoxi, from the company 
Rodacal Beyem. The performance will be ≈ 3,0-12,0 m 2/l depending on the dirt and dilution used. Apply 
uniformly on the surface to be treated and rinse the remains abundantly with water. 

 

For any information regarding safety issues in the use, handling, storage and disposal of chemical residues, 
users should consult the most recent version of the MSDS of the product. Disposal of the product and its 
packaging must be carried out in accordance with current legislation and is the responsibility of the final 
consumer of the product. 

 
 

 

ER-1089/1999IDI-0004/2012 

Presentation and conservation of the product 
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Important Note 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

www.rodacal.com  rodacal@rodacal.com967 44 00 18 

 

 
Product for professional use. 
The information and, in particular, the recommendations regarding the application and final use of the product, are based on the current knowledge and experience of 
Rodacal Beyem S.L. and are provided in good faith. The characteristics obtained in situ may vary depending on the application conditions. In practice, possible differences in 
materials, substrates and actual conditions are such that no warranty in terms of merchantability or suitability for particular purposes can be inferred from the information 
in this document, or from any other written recommendation or advice given. The user of the products must carry out tests to check their suitability for the intended use. In 
case of application not explicitly provided for in the following document, it is up to our customers to inform themselves or to carry out representative preliminary tests. The 
information contained in this data sheet can never imply a guarantee on our part regarding the application of the product. No liability is accepted in the event of anomalies 
caused by improper use of the products or by combining them with products not recommended by Rodacal Beyem or not recommended by Rodacal Beyem. 
S.L. Users must know and use the latest and updated version of the Technical Data Sheet or Data Sheet, a copy of which will be sent to anyone who requests it. 

Contact 


